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#50076
FULL BODY HARNESS

Lightweight, Universal size haerness with single back D-ring.
Mating buckle leg closures.

Weight: 2.3 lbs

Material Polyester Web.  Steel D-rings and mating
buckles

Stress
Indicators: YES

Tensile Strength: 6,000 lbs
(Webbing)
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6 ft Shock absorbing lanyard with 2 locking snap hooks.

Weight: 2.4 lbs

Material:
Web Polyester
Snap hooks SAE 4130 ASTM A505high alloy

steel.  Plated for corrosion resistance

Stress Indicators: YES

Tensile Strength: 7,000 lbs (Webbing)
5,000 lbs (Snap hooks)

Proof  Loaded 100% up to 3,600 lbs

Static Break
Away Point 450 lbs

#50075
LEIGHTWEIGHT
6’ LANYARD
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#50077
HARNESS / LANYARD
COMBO

Combination #50076 Lightweight, Universal size harness with
single back D-ring with mating buckle leg closures, and #50075 6’
shock absorbing lanyard. Includes 1 lanyard keeper and work belt
loops.

Weight: 5.5 lbs

Material:
Web Polyester
Snap hooks SAE 4130 ASTM A505high alloy steel.

Plated for corrosion resistance

Stress Indicators: YES

Tensile Strength: 7,000 lbs (Lanyard)   6,000 (Harness)
         5,000 lbs (Snap hooks)

Proof  Loaded 100% up to 3,600 lbs

Static Break
Away Point 450 lbs


